
POWER STEERING FLUID

PRODUCT DESCRIPTION
PENNZOIL® POWER STEERING FLUID is a premium formulation using high quality lubricating base stocks and select
additives.  It provides optimum protection in power steering systems of both foreign and domestic automobiles.  It controls
seal swelling and protects pump parts against wear while providing the proper friction coefficient for proper system
operation.  The use of fluids not specifically intended for power steering systems may deteriorate the rubber parts in these
systems.  PENNZOIL® POWER STEERING FLUID is specifically designed to meet the service requirements of all
manufacturers.  Not all automobile manufacturers recommend power steering fluid, some require transmission or engine
oil.  It is available in 12 fl. oz. plastic containers.

APPLICATION
PENNZOIL® POWER STEERING FLUID is ideal for use in the hydraulic power steering systems of American and
imported vehicles.  It exceeds the severe GM Saginaw power steering fluid specification.  U.S. manufacturers now specify
specific fluids for use in power steering systems.  GM, Ford, Chrysler and AMC each have their own specification.
PENNZOIL® POWER STEERING FLUID is recommended for vehicles produced by these manufacturers.  Add fluid to
power steering reservoir.  Do not fill above the specified level.  Check fluid levels frequently.  Check owner’s manual for
correct fluid type recommended.  Not all automobile manufacturers recommend power steering fluid, some require
transmission or engine oil.

BENEFITS
•  Protects power steering system against wear
•  Provides controlled seal swelling properties
•  Protects rubber hoses
•  Resists foaming, oxidation, corrosion and rusting
•  Meets U.S. car manufacturers' service requirements
•  Stops power steering squeaks
•  Mixes with all power steering fluids

Exceeds performance requirements of:
•  GM Saginaw power steering fluid
•  Ford M2Cl28D

CHECK APPLICATION CHART ON BACK OF PAGE

TYPICAL CHEMICAL AND PHYSICAL PROPERTIES

TEST METHOD TYPICAL RESULTS

Specific Gravity ASTM D-287 0.874
API Gravity ASTM D-287 30.3
Flash Point, °F(°C) ASTM D-92 365(185)
Pour Point, °F(°C) ASTM D-97 -40(-40)
Viscosity
   @   40°C, cSt ASTM D-445 37.3
   @ 100°C, cSt ASTM D-445 7.1
   @  -40°C, cP ASTM D-2983 33,000
Viscosity Index ASTM D-2270 155
Color Blue
Foam After 1 Minute ASTM D-982 0,0,0
Material Number
   Bulk 8604
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Pennzoil® Power Steering Fluid

AMC/Renault 83-87 Alliance, Encore, GTA

American Motors 79-88 All

Chevrolet Truck, 79-00 All Trucks and Vans
GMC Truck,
Isuzu Truck

Chrysler, 79-00 All except Avenger and
Dodge, Sebring
Plymouth

Dodge Truck, 79-00 All Trucks and Vans
Plymouth Truck

Eagle 88-92 Medallion and Premier

General Motors 82-00 All Cars ex. 92-96 Corvette,
ex. 93-98 Camaro, Catera, Firebird

GEO 85-89 Spectrum, Storm

Hyundia 00 All

Isuzu 96-00 Oasis, Hombre

Jeep 84-00 All

Lincoln 79 Continental, Mark V

Mercedes 79-99 All

Peugeot 79-85 504, 504 Diesel, 505 Diesel,
505 t/Diesel, 604, 604 t/Diesel

Pontiac 79-87 Acadian, (T) 1000

SAAB 79-93 All, ex. 99

Saturn 91-00 All

Toyota 84-95 MR2

Volkswagen 4/89-98 European Built Dealer Only;
Golf, GTI, Scirocco, Pickup,
Jetta, Rabbit, Cabriolet, Cabrio

79-98 U.S. Built Models; Golf, GTI
Scirocco, Pickup, Jetta, Rabbit,
Cabriolet, Cabrio

Pennzoil® Type F

Ford 79-95 All, incl. Topaz, Escort,
Lincoln EXP, Lynx, LN7, Pinto
Mercury Bobcat, Granada, Tempo, Monarch, Versailles

91-98 Escort, Capri
87-98 Tracer
94-97 Aspire
95 Contour, Mystique

Ford Truck 79-97 All, incl. Explorer, Navajo, Expedition, ex..
F150, F250, Ranger

85-95 Aerostar
78-96 Vans
96-98 Windstar

Mazda 79-95 RX-7
79-83 GLC (RWD)
81-5/85 GLC
79-82 626 (RWD)
83-1/85 626 (FWD), MX-6

SAAB 79-80 99

Volvo 79-99 All

Dealer Only Applications

Acura 86-00 Dealer Only All ex. SLX

AMC Jeep 79-98 Dealer Only All

Audi 79-98 Dealer Only All

General Motors 95-96 Corvette

Honda 79-98 Dealer only All, ex Passport

Porsche 97-99 Boxster, 911

Sterling 87-91 Dealer Only: 825, 827

Subaru 89-00 XT Only

Volkswagen 89-00 All Except 89-91 Vanagon



Pennzoil® ATF DEXRON® III/MERCON®

Acura 94-98 SLX

Alfa Romeo 79-95 All

AMC/Renault 79-85 All ex. Alliance, Encore, GTA

BMW 79-99 All, except w/Self Level Suspension or
Hydroboost

Cadillac 97-98 Catera

Chevrolet 81-82 LUV

Chrysler, 95-00 Avenger, Sebring ex. Convertible
Dodge, 79-96 Arrow, Challenger, Laser
Plymouth Sapporo, Stealth

90-92 Axxess

Eagle 89-98 Summit, Talon

Fiat 80-82 All

Ford, 96-00 All incl. Taurus, Sable, Continental,
Lincoln ex. Windstar, Tracer, Escort, Capri, Aspire
Mercury 95 Contour and Mystique

Ford Truck, 96-00 Ranger, Bronco II, Aerostar, Excursion
Lincoln, 97-00 F150, F250, Vans, Navigator
Mercury 95-00 Explorer, Mountaineer

93-00 Villager
99-00 Tracer

General Motors 93-00 Camaro, Firebird

Honda 94-00 Passport

Hyundia 86-99 Accent, Excel, Scoupe, Elantra, Sonata, Tiburon
84-87 Pony, Stellar

Infiniti 90-00 All

Isuzu 81-00 Pickup, Amigo, Rodeo, Trooper, Impulse,
I-Mark, Stylus, Vehicross

Pennzoil® ATF DEXRON® III/MERCON®

Isuzu/Buick 79-98 Opal, I-Mark

Jaguar 79-98 All ex. w/rear ride leveling system

KIA 95-99 All

Land Rover 87-96 All

Lexus 90-00 All

Mazda 6/86-98 323, Protégé MX-3, Precidia
2/85-00 626 (FWD), MX-6
88-95 929, Serenia
90-00 Miata, Millenia

Mazda Truck 95-98 B2300, B2500, B3000, B4000
86-93 B2000, B2200, B2600
89-98 MVP

Merkur 85-89 All

Mitsubishi 83-00 All

Nissan/Datsun 82-00 All

Peugeot 84-85 504 Diesel, 505 Diesel, 505 t/Diesel,
604 t/Diesel

89-92 405

Porsche 89-97 All, ex. Boxster and 98-99 911

Subaru 81-00 All ex. XT
Suzuki, 85-98 All
Geo,
Asuna

Toyota 79-00 All ex. MR2

Volkwagen 80-91 Vanagon
79-3/89 European Built Golf, GTI, Scirocco,

Pickup, Jetta, Rabbit, Cabriolet, Cabrio
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